
quakerhoughton.com | info@quakerhoughton.com

Global Headquarters
Quaker Houghton
One Quaker Park
901 E. Hector Street
Conshohocken, PA 19428-2380
U.S.A.
+1.610.832.4000

GREASE  
PRODUCT LINE

https://www.quakerhoughton.com
https://www.quakerhoughton.com
mailto:info%40quakerhoughton.com?subject=Product%20Question%20PLC%20-%20
https://www.quakerhoughton.com


© 2019 Quaker Houghton. All rights reserved. V001.19.01.EN.AM

GREASE PRODUCT LINE
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Blast Furnace

QUAKERTEK™ AX Series Aluminum Complex 320 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

Basic Oxygen Furnace

QUAKERTEK™ AX Series Aluminum Complex 320 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

Coke Making

QUAKERTEK™ AX Series Aluminum Complex 320 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

Caster

QUAKERTEK™ AX Series Aluminum Complex 460 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

QUAKERTEK™ AX Series Aluminum Complex 320 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

QUAKERTEK™ CG 6201 Lithium 620 1
No solid lubricants, very low oil separation, very good 
shear stability and EP properties, very good corrosion 
protection

Hot Mill

QUAKERTEK™ AX Series Aluminum Complex 320 1 and 2
Excellent resistance to water washout, high load 
carrying capacity,high temperature stability and very 
good corrosion protection

QUAKERTEK™ CG 6201 Lithium 620 1
No solid lubricants, very low oil separation, very good 
shear stability and EP properties, very good corrosion 
protection

Cold Mill

QUAKERTEK™ CG 6201 Lithium 620 1
No solid lubricants, very low oil separation, very good 
shear stability and EP properties, very good corrosion 
protection
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